AS5827-XX

Horizontal -
Mount :
PartNumber | Core Tums Wire Gauge | nominet(omy | ML | 2 | VA | V2 | s
—=— 0.190 [=—=—o )
AS5827-01 5029 1000 40 47 0.12" | 0.23" Horizontal
—— ~=— 0.170
AS5827-19 5029 1000 40 47 0.25"| 0.0" Horizontal
AS5827-26 5029 1000 4 4 0.12" | 048" |  \krtical L
0665 oo | 0220 AS5627-27 5029 1000 ) a7 0.077"| 0.100" Horizontal
* AS5827-28 F3006 250 39 0.077"|0.100" Horizontal
o.ozi sQ. = 015 AS5827-30 5301 2000 40 126 0.052"(0.125"|  \rtical 2
0.350 Rad. 0.250 He" "
AS5827-31 F3006 200 40 012" | 0.48"| \ertical 1
0.38
AS5827-32 F3006 200 4 0.077"|0.100" Horizontal
AS5827-33 5029 1000 40 435 0.052"|0.125"|  \rtical 2
AS5827-36 5029 2000 40 126 0.052"|0.125"|  \rtical 2
R AS5827-39 F3006-10M 300 | 162 0.052"|0.125"|  Vertical 2
-
H "\/AZ“ \/AZ (~=— 0.020 ref
1 1
. L 0ot i J . Notes: 1. Alternate number of turns, pin configuratiuons and lengths are available upon request.
' 2. Core 5029 is a Nickel ring core for the GFCI sense coil.
o5 3. Core F3006 is a ferrite core for the GFCI Ground - Neutral coil.
—— —=— 0. 0.15 —== [—— . . . .
4. Core 5202 is a nanocrystallins ring core for the GFCI sense coil.
. . 5. Core 5301 is an amorphous ring core for the GFCI sense coil.
\rtical \ertical 6. Bracket Material is Nylon 6/6, Black

Mount 1

Mount 2

All Dimensions Are In Inches.

REVISIONS

Rev 3 - Added -019 part. D. Rollins 12/19/06

Rev 4 - Corrected dimmensions D. Rollins 7/9/07
Rev 5 - Added -029 & -030 parts. D. Rollins 7/30/08
Rev 6 - Added DCR specification D. Rollins 12/2/08
Rev 7 - Added Vertical Mount 2, added DCR
specifications. D.Rollins 1/16/08

Rev 8 - Added DCR for -030. D.Rollins 3/20/09

Rev 9 - Added 0.170 dimension. D.Rollins 4/14/09
Rev 10 - Added -28, -31 and -32 part. Changed core
on -27 part from F3006 to 5029 and turns from 200
to 1000.

Rev 12 - Added -29 & -30 parts. D. Rollins 6/8/11
Rev 13 - Removed -29 part. Added -36 part. D. Rollins 10/12/11
Rev 14 - Added-39 part. D. Rollins 8/18/14
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TOLERANCES
THOUSANDTHS +.005

HUNDREDTHS + .02
ANGLES +.5°
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